-3 


-7 


-5 


4.06±.06 


-9 


-1 


-11 
-13 
-9 


4.360 


NOTE: 
REF. EUROCOPTER T/N: 703A95-0507-00. 


REVISIONS 


REV 
DESCRIPTION 
DATE 
INITIAL 
APPROVED 


1 
-1 CH'D DIM WAS Ø.235 
2.9 IS Ø.25 
2.9. -11 CH'D DIM WAS 3.52 .06 IS 4.06 .06. -13 CHANGED 
B/O INFOR WAS MCMASTER-CARR #7271T32 IS NEW PIG CORP #PAD210. 
4/29/2014 
DPD 
GE 


ASSY 
QTY 
ASSY 
QTY 
B/O 
Part # 
UNIT 
QTY 
Description 
Material 
B/O INFORMATION OR SPECIFICATIONS 
PG. 


-1 
1 
QUILL 
6061 
Ø1-1/8 X 2-1/2 
2 


B/O 
-3 
1 
COUPLING 
NICKEL-PLATED BRASS 
Ø1/2 MCMASTER-CARR #51495K116 
1 


B/O 
-5 
1 
O-RING 
VITON 
9/16 OD X 1/16 WIDTH MCMASTER-CARR #2857T119 
1 


B/O 
-7 
1 
HOSE 
VINYL 
Ø1/2 O.D. X Ø3/8 I.D. X 6ft KURI-TECH #K010-0608 
1 


B/O 
-9 
2 
CAP 
VINYL 
Ø1.09 MCMASTER-CARR #2044T67 
1 


B/O 
-11 
1 
TUBE 
POLYETHYLENE 
Ø1.09 MCMASTER-CARR #2044T47 
1 


B/O 
-13 
1 
FOAM 
POLYESTER/POLYURETHANE 
Ø1 X 1 NEW PIG CORP. #PAD210 
1 


This drawing, specifications, and concepts contained here in are the sole property of 
Red Barn Machine, and may not be reproduced or used in any fashion without the 
prior written permission of Red Barn Machine. 


2. DIMENSIONAL LIMITS APPLY AFTER 
PLATING 


1. BREAK ALL SHARP EDGES .015 x 45 
OR .015R 


.XXX 


.X 
.XX 
.005 


.1 
.01 


SCALE 


DWG NO. 


UNLESS OTHERWISE SPECIFIED 
DIMENSIONS ARE IN INCHES 


TITLE 


SHEET 1 OF 2 


RED BARN MACHINE 


RBE703A95-0507-00 


DATE 
6/20/2013 
1:4 


1 


REV 


ANGLES ±.5° 
FRACTIONS ± 1/32 
FINISH 


SPEC 


TREAT 
HEAT 
APPROVED 


DRAWN BY: 
MARPET 
D Weil 


USED ON MODEL 
EUROCOPTER EC225 


HOSE DRAIN, MGB OIL 


MAT'L 


UNDER REVIEW 


URF 19-962 19.10.24 (VM) 


-1 


QUILL 


.300 


.080 


.498±.001 


.470+ 
- 
.000 
.005 


.500+ 
- 
.000 
.005 


1.35 


.445 


.725+ 
- 
.000 
.002 


.095 


.10 


.31 


.03 X 45° 


.115 


A 


.25 
2.9 


6X R.38 
EQUALLY SPACED 
ON Ø1.60 B.C. 


1.06 


.237 


.045 


90° 


45° 
.125+ 
- 
.005 
.000 
.085 


DETAIL A 
SCALE 2 : 1 
3X EQUALLY SPACED 


.50 
NO ENGRAVING 


.32 


.350 


3.31 


.590 


.04 


2X 
.555 


.385 


1.29 
30° 


45° 


ENGRAVE T/N, S/N, 
"MADE IN USA" 


NOTE: 
SOME HIDDEN LINES REMOVED FOR CLARITY. 


REVISIONS 


REV 
DESCRIPTION 
DATE 
INITIAL APPROVED 


1 
-1 CH'D DIM WAS Ø.235 
2.9 IS Ø.25 
2.9. 
4/29/2014 
DPD 
GE 


This drawing, specifications, and concepts contained here in are the sole property of 
Red Barn Machine, and may not be reproduced or used in any fashion without the 
prior written permission of Red Barn Machine. 


2. DIMENSIONAL LIMITS APPLY AFTER 
PLATING 


1. BREAK ALL SHARP EDGES .015 x 45 
OR .015R 


.XXX 


.X 
.XX 
.005 


.1 
.01 


SCALE 


DWG NO. 


UNLESS OTHERWISE SPECIFIED 
DIMENSIONS ARE IN INCHES 


TITLE 


SHEET 2 OF 2 


RED BARN MACHINE 


RBE703A95-0507-00-1 


DATE 
6/19/2013 
1:1 


1 


REV 


ANGLES ±.5° 
FRACTIONS ± 1/32 
FINISH 


SPEC 


TREAT 
HEAT 
APPROVED 


DRAWN BY: 
MARPET 
D Weil 


USED ON MODEL 
EUROCOPTER EC225 


HOSE DRAIN, MGB OIL 


RED ANODIZE 
MIL-A-8625F, TYPE II, CLASS II 


MAT'L 6061 


UNDER REVIEW 


URF 19-962 19.10.24 (VM) 


